
4920 Semi Rigid Polyurea Joint Filler IG 
Page 1 of 1 

Issue Date: 01/03/11 

245 Carl Karcher Way 
Anaheim, CA 92801 
Tel: (714) 829-2600        

www.deckcoatings.com     www.garagecoatings.com 

 

4920 Semi Rigid Polyurea Joint Filler 
 
 
 
 
 
GUIDE DESCRIPTION 
Versatile Building Products 4920 is a 100% solids Polyurea formulated for use as a semi-rigid joint filler. 4920 is made 
with a flexible polymer backbone, not a plasticizer, ensuring long durable performance. 
 
PRODUCT DESCRIPTION 
4920 is primarily used as a concrete joint filler to prevent spalling of concrete joints while allowing load transfer through 
the semi-rigid polymer backbone. 
    
COVERAGE RATES* AND PACKAGING 
Fills approximately 33 lineal ft of 1/16" x 4" deep crack  Sold in 600 ml Dual Cartridges 
  
REPAIR OF CRACKS  
Preparation 
Locate all cracks/joints to be treated and remove all loose debri, dust, contamination, and bond-breaking material by 
vacuuming, pressure washing, and/or blowing with compressed air.  
 
Crack must be free of standing water and visual moisture before proceeding further.  
 
FILLING OF CRACKS and SPALLS 
 
Application 

1. Insert the cartridge into a dual caulking gun.  Remove end cap and insert mixing tip to the end of cartridge where 
the material comes out.  Squeeze trigger to cause the 4920 material to come out and apply it into the crack.  Fill 
the crack so the material is flush with the top of the concrete. Apply the material quickly into the prepared crack 
or surface defect.  You can more easily smooth the surface of the crack with a disposable plastic putty knife after 
ALL the material is down than trying to do a portion at a time (you only have about 3 minutes to smooth out an 
area after it has been applied). 

2. Repeat the process to fill all the repaired cracks and or defects. 
3. 4920 hardens quickly so you will be able to grind off the excess material with a 4" cup grinder within 15-30 

minutes (depending on the ambient temperature). 
 
Clean-Up 
Clean up tools and splatter with lacquer thinner. Clean hands and exposed skin with a citrus-based hand cleaner. 
 
Cure 4920 will cure hard in 15-30 minutes.   
 
ADDITIONAL CAUTIONS 
 Coverage rates may vary 
 Always wear protective clothing and equipment as required by OSHA and as necessary 
 Read Material Safety Data Sheets before commencing work 
 Store material at 50-70F to prevent shortened pot-life due to excessive heat 
 These materials are intended for use in substrates and environments >40F. 

 


